Attachment 2
Comparison Table of the Amendments to the Detailed Rules of Live Hog Futures of Dalian Commodity Exchange
(Contents newly added are in shade; contents deleted are marked with double strikethrough; and clauses unchanged are represented by ellipsis.)
	Original Articles
	Amended Articles

	Article 39	The weight of live hogs shall be subject to the measurement by weighbridge of factory warehouse or other weight inspection equipment recognized by the Exchange.
	Article 39	The weight of live hogs shall be subject to the measurement by weighbridge of factory warehouse or other weight inspection equipment recognized by the Exchange. If the weighing is conducted with the vehicle driving over the weighbridge, the vehicle chosen by the owner shall be used for weighing.

	Article 40	The appearance and individual weight of live hogs shall be inspected during the weighing process. During the weighing process, the owner can apply for inspection if the appearance or individual weight of a live hog is considered not meeting the requirements of the standard product through visual inspection. If the owner's claim is accepted by the factory warehouse, it shall be handled according to the owner's claim; if not, the quality inspection agency designated by the Exchange shall be responsible for inspection and the inspection result shall be regarded as the basis of settlement. Live hogs meeting the requirements for the standard deliverable products and substitutes shall be loaded normally. The factory warehouse shall actively cooperate in the inspection. If the inspection cannot be carried out due to the factory warehouse, it shall be handled according to the owner's claim.
……
The number of live hogs being weighed by the weight inspection equipment each time shall not exceed fifteen (15). The designated quality inspection agency shall record the weight and number of the live hogs properly and calculate the average weight of live hogs in the same inspection batch.
	Article 40	The appearance and individual weight of live hogs shall be inspected during the loading weighing process. During the loading weighing process, the owner can apply for inspection if the appearance or individual weight of a live hog is considered not meeting the requirements of the standard product through visual inspection. If the owner's claim is accepted by the factory warehouse, it shall be handled according to the owner's claim; if not, the quality inspection agency designated by the Exchange shall be responsible for inspection and the inspection result shall be regarded as the basis of settlement. Live hogs meeting the requirements for the standard deliverable products and substitutes shall be loaded normally. The factory warehouse shall actively cooperate in the inspection. If the inspection cannot be carried out due to the factory warehouse, it shall be handled according to the owner's claim.
……
The number of live hogs being weighed by the weight inspection equipment each time shall not exceed fifteen (15). The designated quality inspection agency shall record the weight and number of the live hogs properly and calculate the average weight of live hogs in the same inspection batch. 

	Article 62	The weight of live hogs shall be subject to the measurement by weighbridge at the designated FOT delivery site or other weight inspection equipment recognized by the Exchange.
	Article 62	The weight of live hogs shall be subject to the measurement by weighbridge at the designated FOT delivery site or other weight inspection equipment recognized by the Exchange. If the weighing is conducted with the vehicle driving over the weighbridge, the vehicle chosen by the buyer shall be used for weighing.

	Article 63	The appearance and individual weight of live hogs shall be inspected during the weighing process. During the weighing process, the buyer can apply for inspection if the appearance or individual weight of a live hog is considered not meeting the requirements of the standard product through visual inspection. If the buyer's claim is accepted by the seller, it shall be handled according to the buyer's claim; if not, the quality inspection agency designated by the Exchange shall be responsible for inspection and the inspection result shall be regarded as the basis of settlement. The seller may also have the designated FOT delivery site handle the above matters on its behalf. Live hogs meeting the requirements for the standard deliverable products and substitutes shall be loaded normally. The designated FOT delivery site shall actively cooperate in the inspection. If the inspection cannot be carried out due to the designated FOT delivery site, it shall be handled according to the buyer's claim.
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The number of live hogs being weighed by the weight inspection equipment each time shall not exceed fifteen (15). The designated quality inspection agency shall record the weight and number of live hogs properly and calculate the average weight of live hogs in the same inspection batch.
	Article 63	The appearance and individual weight of live hogs shall be inspected during the loading weighing process. During the loading weighing process, the buyer can apply for inspection if the appearance or individual weight of a live hog is considered not meeting the requirements of the standard product through visual inspection. If the buyer's claim is accepted by the seller, it shall be handled according to the buyer's claim; if not, the quality inspection agency designated by the Exchange shall be responsible for inspection and the inspection result shall be regarded as the basis of settlement. The seller may also have the designated FOT delivery site handle the above matters on its behalf. Live hogs meeting the requirements for the standard deliverable products and substitutes shall be loaded normally. The designated FOT delivery site shall actively cooperate in the inspection. If the inspection cannot be carried out due to the designated FOT delivery site, it shall be handled according to the buyer's claim.
……
The number of live hogs being weighed by the weight inspection equipment each time shall not exceed fifteen (15). The designated quality inspection agency shall record the weight and number of live hogs properly and calculate the average weight of live hogs in the same inspection batch.





